
ZEP - 643CSXWW
640SX - LED 150 W

• Type: Profile spot
• Source: LED 150 W
• Optics: 28° to 54° zoom
• Colour temperature: Warm white
• Standard:  110 V North american

The new powerful LED profile
An evolution of the award-winning 85 W LED profile, incorporating an innovative and powerful 150 W LED engine,
the RJ ZEP profile is designed to offer a higher light output - equivalent of the industry's standards tungsten fixtures
- together with very low power consumption. Designed with Robert Juliat’s trademark qualities of ergonomic
perfection, optical and mechanical excellence, ZEP features an excellent colour rendering index and suit every
application from the smallest theatre to the largest spectacular.
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• Multi-function double gate: Simultaneous use of gobos and
iris. Sharp focus of both gobo and shutter
• Shutter gate: Up to 8 shutters. Remove shutters for easy
maintenance or tuck fully inside gate for secure transport
• User-friendly shutter-lock system: Secures shutters’
setting in any circumstances (locking efficient up to 4 shutters)
• Universal gobo holder: A-size plastic, glass and metal gobo
• 90° rotating lens tube / gate / front accessories holder:
Rotation of the projected image is always possible – no need
to move the yoke
• Internal glass filter holder: Long term use of durable
coloured, dichroic and textured glass or gels
• DMX: 8 or 16 bits dimming and strobe function
• Parameters: Adjustable curves and response thru 4-button
display with automatic light switch-off
• Control: Local, DMX, wireless DMX (option)
• Easy focus reference: Graduated scale on side of lantern;
fast and easy refocusing
• Tilt reference on hanging yoke: Index for rapid re-
positioning

• Very long-life lamp source: 50 000 hours - Lumen
maintenance greater than 70% after 50 000 hours
• SX optical system: Double condenser optics for
exceptional optical quality
• Variable zoom optics: Sharp focus at every beam angle.
Independent control of image size and focus. Focus handles
on both sides
• Perfect dimming: No clipping or cut-out below 20%; high
quality smoothing

• Made in France : Fully manufactured on the premises
retaining complete control over all aspects of quality
• PSU: Built-in electronic flicker-free power supply for easy,
plug and play installation
• Power connectors: NeutriK® powerCON TRUE1 in and
out connectors for daisy chaining
• Silent-running cooling fans: Ideal for TV studios and
opera houses
• Bodywork: Strong sheet metal construction for durability
• Captive knobs and handles: Additional security when
working at height or in transit
• Spare parts and accessories: Uniform across the
tungsten, discharge or LED range, reducing running costs
• Easy access to all parts: Easy cleaning and maintenance
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Picture:643SX

・タイプ  ： プロファイルスポット
・光源  ： LED 150W
・ズーム  ： 28° - 54°
・色温度  ： ウォーム ホワイト
・仕様  ： 110V 北米バージョン

特長 光学システム

仕様

・ 多機能ダブルスロット ： ゴボおよびアイリスの同時使用が可能で、
シャープなフォーカスでゴボやカッターを使用できます
・ カッタースロット ： 8枚まで使用可能。メンテナンス時には完全に
取り外したり、運搬時には内部にしっかり差し込んだりすることが
できます
・ カッターロックシステム ： カッターの位置がずれないよう4枚まで
ロック可能
・ 共通ゴボホルダー ： Aサイズのプラスチックゴボ、ガラスゴボ、メタ
ルゴボが使用可能
・ 90°回転式レンズチューブ、スロット、フロントアクセサリホルダー ： ア
ームを動かすことなく投影イメージの回転が可能
・ 内部ガラスフィルタホルダー ： 色付きガラス、ダイクロイックガラス、
テクスチャーガラスの長期使用が可能
・ DMX ： 8 bitおよび16 bitの照度調節機能にストロボ機能をプラス
・ ディスプレイ ： 4つのボタンでライトカーブやレスポンス時間の調
節ができます。ディスプレイは自動消灯機能付き
・ 操作 ： 手動(ボタン使用)とリモート(DMX使用)、ワイヤレスDMX(オ
プション)での操作方法が利用できます
・ フォーカス目盛り ： 灯体側面の目盛りで素早く簡単にフォーカスが
可能
・ チルト用スケール ： アームに目盛りが付いており、位置再調整などの
際に参照できます

・ 超長寿命光源 ： 寿命は標準で50,000時間、それ以降も70%のルーメ
ン相当の明るさを保ちます
・ SX光学システム ： 2枚のレンズを使用したダブル・コンデンサ光学
システムにより、高品質な光を創出します
・ 幅広いズーム範囲 ： あらゆるビーム角でシャープなフォーカスが可
能。ズームとフォーカスは筐体左右側面のノブを操作し独立して調
節できます
・ 完璧なディミングカーブ ： 20%以下の照度でも滑らかなライトカー
ブを描く調光能力が特長です

・ 完全自社製造 ： 厳密な品質管理を製造全工程で行っています
・ PSU ： 組み込み型のフリッカーフリー電子PSU搭載。プラグ･アンド
･プレイ感覚での使用が可能です
・ 電源コネクター ： NeutriK® powerCON TRUE1 の入力・出力コネク
ターを使用しデイジーチェーン方式で複数灯体を接続
・ 冷却システム ： TVスタジオやオペラハウスなど雑音にシビアな環
境での使用に最も適した静音ファンを採用
・ 筐体 ： 強固な金属薄板を採用し、高い耐用性が特長です
・ 持ち運び用ノブ、ハンドル ： 高所作業や運搬の際も安全に取り扱え
る作りになっています
・ スペアパーツ、アクセサリ ： 同シリーズの灯体で共通となっているた
め、省コストに効果的です
・ 内部構造 ： クリーニングがしやすいよう設計しました

一歩先を行くパワフルなLEDプロファイル
ロバートジュリアは、受賞歴のある自社の85 W LEDプロファイルを改良、革新的な150 W LED光源を導入し、プロファイルスポット「ゼ
ップ」を生み出しました。業界のスタンダードでもあるタングステン灯体に相当する明るさを持つ高出力なゼップは、電力消費の削減
にも役立ちます。光学的、機械的な優秀さに加え、ロバートジュリアがこだわり続けている人間工学の考え方を取り入れた操作感が魅
力。CRIの高さも特長で、最小クラスの劇場から広大な会場まで幅広い用途にお使いいただけます。

ゼップ LED 150W - ウォーム ホワイト



Remote control

Dimmer
Mode 1 (1 channels)

Dimmer
Strobe

Mode 2 (2 channels)
Dimmer
Dimmer fine

Mode 3 (2 channels)
Dimmer
Dimmer fine
Strobe

Mode 4 (3 channels)

• DMX chart:

• Data IN connector:• Data protocol:

• Data OUT connector

USITT DMX512-A 5 pins XLR male

5 pins XLR female

Gel filter

• Standard size:
• Shape: Square

191x191 mm (7.5x7.5 in)
• Type: Zoom
• Beam range: 28° to 54°
• Focal length: 79 - 160 mm

Optics

• Size: A
• Material:

Plastic
Glass

100 mm

75 mm
Metal

GoboCharacteristics
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Source

• Lamp type: LED
• Power: 150 W

*Maximum image size

CCT
3 300 K

Efficacy
31 lm/W

Field lumens
4 530 lm

3 m 5 m 7 m 10 m 12 m 15 m
1.5 m 2.5 m 3.5 m 5 m 6 m 7.5 m

4 150 lux 1 500 lux 760 lux 380 lux 260 lux 170 lux

37 000 cd

10 ft 15 ft 25 ft 35 ft 40 ft 50 ft
5 ft 7.5 ft 12.5 ft 17.5 ft 19.9 ft 24.9 ft

380 fc 170 fc 60 fc 31 fc 24 fc 15 fc

Beam intensity

Distance
Diameter

Illumination

Distance
Diameter
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Illumination

3 m 5 m 7 m 10 m 12 m 15 m
3 m 5.1 m 7.1 m 10.1 m 12.1 m 15.2 m

1 350 lux 480 lux 250 lux 120 lux 85 lux 55 lux

11 800 cd

10 ft 15 ft 25 ft 35 ft 40 ft 50 ft
10.1 ft 15.2 ft 25.3 ft 35.4 ft 40.5 ft 50.6 ft
120 fc 55 fc 19 fc 10 fc 8 fc 5 fc

Beam intensity

Distance
Diameter

Illumination

Distance
Diameter

Illumination
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with  source

• Optics @ 28°

• Optics @ 54°
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CCT
3 350 K

Photometrics

Lumen
output*

Colour
temperature* Life*Power * CRI* (min)LED specifications

SUHD64 WW N (RJ / Osram ) 8 000 lm 3200K 50 000 h150 W 82

(*) manufacturers data

光源

光学システム

明るさ

リモート操作

・ ランプタイプ ： LED
・ 出力  ： 150 W

LED光源　　　　　　　　　　　　　  　　  出力*　　　　   ルーメン*　　　　          色温度*　　　　　　 寿命*                   CRI* (最低値)

SUHD64 WW N (RJ / Osram共同開発)

仕様
・ タイプ  ： ズーム
・ ビーム角  ： 28° - 54°
・ 焦点距離  ： 79 - 160 mm

カラーフィルター
・ 形状  ： 四角
・ スタンダードサイズ  ： 191 x 191 mm

・ 28°の場合

・ 54°の場合

距離
直径
照度
距離
直径
照度

距離
直径
照度
距離
直径
照度

ビ
ー
ム
角

画
角

画
角

ビーム照度
37 000 cd

フィールドルーメン
4 530 lm

発光効率
31 lm / W

CCT
3 350 K

ビーム照度
11 800 cd

CCT
3 300 K

・ データプロトコル  ： USITT DMX512-A

・ DMX チャート  ： 

・ データ入力コネクター  ： 5 ピン XLR オス
・ データ出力コネクター  ： 5 ピン XLR メス

IN OUT

(*) 製造社によるデータ

・ サイズ  ： A
・ 素材  ： メタル
    ガラス
    プラスチック

  



• PSU housing:
• PSU colour:
• PSU cooling: Low noise variable fan
• PSU maximum ambient temperature (Ta): 40°C (104°F)
• PSU maximum case temperature (Tc) : °C (°F)

Power consumption

Voltage
230 V
120 V
100 V

Frequency
50 Hz
60 Hz
60 Hz

Power
185 W
185 W
185 W

Current
0.8 A
1.5 A
1.8 A

Power factor
>0,95
>0,98
>0.98

Power Supply Unit

Electrical compatibility

• PSU: Internal - Electronic PSU  - Flicker free with PFC
• Control:  Local / DMX
• Protection: Mains: 4A 1P1D breaker - UL /
• Power thru: Neutrik powerCON TRUE1 - Maximum of 19 units (230 V) / 10 units (110 V)

Power input
 220/230 V - 50 Hz
 245 V - 50 Hz
 110/120 V - 60 Hz
 208 V - 60 Hz

 220 V - 60 Hz
 100 V - 50 Hz
 100 V - 60 Hz
Selector: automatic detection

Construction
• Housing: Steel sheet - Aluminium
• Colour: Black
• Cooling: Low noise variable fan
• Maximum ambient temperature (Ta): 40°C (104°F)
• Maximum case temperature (Tc) : 65°C (149°F)
• Total heat dissipation: 631 BTU/h
• Protection rating: 20

WarrantyInstallation
• Minimum distance to illuminated surface:
• Operating position:

Dimensions and weight

Weight: 15.3 kg (33.7 lbs)

Height

L= 682 mm (26.9 in)
L1= 241 mm (9.5 in)
L2= 441 mm (17.4 in)

Length

H= 447 mm (17.6 in)
H1= 208 mm (8.2 in)
H2= 268 mm (10.6 in)

W= 330 mm (13 in)
W1= 208 mm (8.2 in)

Width Yoke

TU= 60°
TD= 90°

Tilt

Y= 280 mm (11 in) O= 25 mm (1 in)

Option

• Weight :

• Volume : .13 m3 (4.52 ft3)

18.2 kg (40 lbs)

0.4 m 1.1 ft( )

D
S

E
N

17
2_

64
3C

S
X

W
W

Approvals
• Period: 2 years
See General Sales Condition on website

• Type: removeable power cord with Neutrik
powerCON TRUE1 connector (included)
• Cable: 14 AWG SJ type (UL/CSA)
• Length: 1,5 m (4,9 ft)
• Power connector: without connector

Shipping

220/230 V  - 50 Hz
245 V  - 50 Hz
110/120 V  - 60 Hz
208 V  - 60 Hz

220 V  - 60 Hz
100 V  - 50 Hz
100 V  - 60 Hz

寸法と重量

設置 保証 認証規格

仕様

電源互換(自動検出式) 電源入力

電力消費

重量 ： 15.3 kg

高さ　　　　　　　　          長さ　　　　　　　　           幅　　　　　　　　　        アーム　　　　　　　          チルト　　　  オプション

・ 照射面最短距離  ： 0.4 m 
・ 操作の向き   ：

・ 期間 ： 2年
詳しくは本国ウェブサイトの
「General Sales Condition」を参照

・ 筐体  ： 金属薄板 - アルミニウム
・ 色  ： ブラック
・ 冷却  ： 静音ファン
・ 最高使用周囲温度(Ta)  ： 40℃
・ 最高表面温度(Tc)  ： 65℃

・ 全放熱量  ： 631 BTU / h
・ 防塵・防水保護等級  ： IP20

・ タイプ  ： Neutrik powerCON TRUE1 コネクター付 
　　　　      電源コード(取り外し可)
・ ケーブル  ： 14 AWG SJタイプ (UL / CSA規格認証済)
・ 長さ  ： 1.5 m (4.9 ft)
・ 電源コネクター  ： コネクター無

電圧　　　　  　         周波数　　　   　           電流　　　　　　         出力　　　　　            力率　　　

配送
・ 重量  ： 18.2 kg 
・ 体積  ： 0.13 ㎥

パワーサプライ
・ PSU  ： 内蔵型PSU - フリッカーフリー(力率改善回路による)
・ コントロール  ： Local / DMX
・ 安全機構  ： メイン - 4A 1P1D ブレーカー - UL認証済 
・ 電源最大接続供給数 ： Neutrik powerCON TRUE1 使用の場合 - 230V - 19台 / 110V - 10台



Model

643CSXWW LED 150 W Profile spot  - 643CSXWW ZEP - Warm White - 28/54° - North american standard

Accessories

Options

LT-Profile
Licht-Technik motorisation controlled by DMX: Pan, tilt, zoom,
focus, 4 shutters, colour changer

CAV600C Double slot front cassette for 191x191mm (7-1/2") accessories

W-DMX/Z W-DMX wireless DMX

IWSX755 Drop-in iris (monoplane) with holder - Weight: ,26 Kg

CAV600AC
Double slot front cassette for 191x191mm (7-1/2") accessories -
Weight: ,45 Kg

VD120 120x120mm frosted glass

FCD600 Angled yoke

876
Hook clamp 40x10mm with 28mm M10 screw for Ø35 to 50mm
pipes - SWL: 50Kg  - Weight: 1,25 Kg

880
Hook clamp 40x10mm with 28mm M10 screw for Ø50 to 63mm
pipes - SWL: 50Kg  - Weight: 1,36 Kg

CS2 Safety cable Ø3 mm L= 600mm - SWL: 75 Kg

D8 Shutter for SX series

4 included

SGUX Universal "A" size gobo-holder (metal, glass, frosted glass)

1 included
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型番

オプション

アクセサリ

Licht- Technik 製 DMXモーターコントロール ： パン、チルト、ズーム、カッター(4枚)、カラーチェンジャー

ダブルスロットフロントカセット、195 x 195 mm アクセサリ用

W - DMX ワイヤレスDMX

SXシリーズ用カッター

共通Aサイズゴボホルダー(メタルゴボ、ガラスゴボ、フロストガラス用)

4枚同梱

1枚同梱

差し込み式アイリス、ホルダー付 - 重量 ： 0.26 Kg

ダブルスロットフロントカセット、191 x 191 mm アクセサリ用 - 重量 ： 0.45 Kg

120 x 120mm フロストガラス

角度付アーム

40 x 10 mm ハンガー、28 mm M10 スクリュー付、Ø35 - 50 mm パイプ用 - SWL ： 50 
Kg - 重量 ： 1.25 Kg

安全ケーブル Ø3 mm 長さ ： 600 mm - SWL ： 75 Kg

40 x 10 mm ハンガー、28 mm M10 スクリュー付、Ø50 - 63 mm パイプ用 - SWL ： 50 
Kg - 重量 ： 1.36 Kg


